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FINAL

Variance for CSO Discharges to

the Alewife/Upper Mystic Basin

Introduction

In its December 31, 1997 Administrative Determinations for Certain CSO -

Impacted Waters, the Department of Environmental Protection (DEP) granted a

Variance under its Surface Water Quality Standards at 314 CMR 4.00 for the CSO

discharges to the Alewife/Upper Mystic Basin. This Variance is a short-term

modification in water quality standards, granted within the context of. the

NPDES/MA permit. It provides additional time for DEP, EPA, MWRA and others to

investigate sources of discharges and to conduct analyses to determine the

potential for additional water quatit_ improvements from higher levels of CSO

treatment or remediation of stormwater discharges to the Alewife/Upper Mystic

Basin.

The Department granted this Variance based on its findings, as supported by

the current information, demcns_rating that more stringent CSO controls would

resu!5 in substantial and widespread economic and social impact as specified

in 31_ CMiR 4.03(4) .

DEP is fc__maiizing the grant_n_ cf the Variance for CSO discharges to the

Alewife/Upper Mystic Basin b'_'issuance cf this Final Variance and associate_

Variance Conditions. This Variance shall remain in effect from the date of

formal issuance, March 5, !9_9, for a period of 36 months. During this period,

the _7_, and the Cities of Camkridge and Somerville are required to comply

with all of the conditions established by this Variance. At the end of the

variance period, or any extensicn that DEP may determine to be necessary to

complete the purposes of this Variance, the Department will review the

informazion provided and determine the surface water quality standard for this

basin.

The Variance will be incorporated into the NPDES/MA permits for the MWRA, and

the Cities of Cambridge and Somerville, through modification or reissuance

during the term of the Variance, with an additional opportunity for public

comment. Failure by the MWRA and/or the Cities of Cambridge or Somerville to

comply with the conditions of the Variance prior to permit modification or

reissuance will constitute a violation of the existing permit, as well as of

the Massachusetts Surface Water Quality Standards.

The water quality standard for the Alewife Brook and the Segment of the Upper

Mystic River (outlet lower Mystic Lake to Amelia Earhart Dam) was modified,

through the Variance for the CSO discharges only, which are permitted to the

MWRA and the Cities of Cambridge and Somerville; other discharges must meet

Class B standards. Provided that the MWRA and the cities of Cambridge and

Somer;i!le comply with the Variance Conditions, the Variance allows for

exceedances from Class B crizeria for CSO discharges.
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The Variance requires the*MWRA, and the Cities of Car&ridge and Somerville, to 
implement any and all CSO control actions related to Zhe Alewife/Upper Mystic 
Basin as described in the MWRA's Combined Sewer Overflow Final Facilities 
Plan/Environmental Impact Report (FFP/EIR) approved by &P in its December 31, 
1997 correspondence, unless modified and agreed to in writing by DEP. 

The information gathering and assessment conditions established by this 
Variance are designed to require the MWRA and the Cities of Cambridge and 
Somerville to obtain the information necessary for the Department to determine 
the appropriate water quality standard and level cf CSO control pursuant to 
the DEP Guidance for Abatement of Pollution from CSO Discharges (dated 
8/U/97) l The Department anticipates that these receiving waters; the 
Alewife/Upper Mystic Basin; will eventually be designated Class B(CSO), * 

because the Department has not identified a feasible means to completely 
eliminate all CSOs in this Basin. Information generazed during the term of 
the variance will be used to'determine the number and treatment of overflows 
based on the relative costs and benefits of additional controls where CSOs Y . 
have not been or will not be eliminated. * 

The Variance conditions are alko designed to require r.he MWRA and the Cities 
of Cambridge and Somerville.to gather and provide data OS stormwater pollutant 
loads to the segment, in order to assist DEP and EPA to assist in determining 
whether additional CSO or stormwater controls wilL yield greater benefits for 
their relative costs and whether additional contr-' cf bcch CSOs and A"- 
stormwater is appropriate. Although the MwRA will be gathering and assessing 
data under the Varianceconditions, the responsikLiz;- fz.r remediation cf 
stormwater impacts ultimately remains with the VZ~CLS rr.-xicipal, industrial, 
commercial, or other stormwater dischargers. Thzz xx.Crkstanding, the ?W?? 
woe 1 d not be precluded from voluntary participation. 

In support of the final determination of required CSC ccztrsls and the 
associated water quality standard, DEP will utilize information included in 
the 1997 MWRA CSO Facilities Plan, all data and i =ir'or;nation gathered pursuant 
to conditions of this variance, and any other credible water quality data or 
other information gathered under other initiatives, by such groups as EOEA 
Mystic River Watershed Team. 
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Conditions Established By and Enforceable Throuqh the Variance

The Department of Environmental Protection requires the MWRA, and the Cities

of Cambridge and Somerville tc fulfill these requirements as conditions of the

Variance:

A. Actions to Minimize CSO/Sanitarv Discharqes

(t) The _,XRA, and the Cities of Cambridge and Somerville shall fully

implement the Nine Minimum Controls in accordance with their respective

documentation filed with EPA.

(2) For CSOs which discharge to Alewife Brook and the Upper Mystic River,

MWPA and the Cities cf Cambridge and Somerville shall provide estimates

of CSC activations and volumes over the period of this Variance, as

follows·

_ . The MWRA shall provide to EPA and DEP, on a quarterly basis,

estimates cf CSO activations and CSO volumes for ALL CSO

outfalls to the Alewife/Upper Mystic Basin. By June 1,

1999, the _,_.A sha! _ submit to EPA and DEP a plan for

achieving compliance with this requirement; using a

combinatzon cf meters and flow estimates.

_ . The City _f Tamhridge shall provide to DEP and EPA, on a

_aarter!?' basis, a report on its CSO activations and

volumes, 2ased cn mesered data at each of the CSO outfa!!s.

_' . The City _f Somerv _'-= shall provide to EPA and DEP, cna

quarter!'f basis, essimates of the CSO activations and

volumes from all of their permitted discharges. By June i,

1999, the City shall submit to DEP and EPA a plan for

achieving compliance with this requirement, using a

combination of metering and flow estimates.

(3) The _WRA shall reevaluate the possibility of additional

Infi!%ration/Inflow (I/i) controls in the North sewer system at key

locations (to be deteznnined by the MWRA in consultation with EPA/DEP and

relevant municipalities) as a means to further mitigate CSO activations,

volumes, and durations. The MWRA shall report on the results of this

analysis by September 1, 1999.

The MWRA shall update relevant portions of its 1994 Master Plan relative

to I/I management, based on actions performed by its member

municipalities (discharging wastewater to downstream portions of

regional wastewater facilities tributary to CSO overflows) to determine

whether additional I/I removal could result in substantive reductions in

CSO overflows at a reasonable cost.
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(4' By January 1, 2000, _he Cities of Cambridge and Somerville shall notify,

in writing to the M_7_A, DEP and EPA, whether they have found conditions

within their combined sewer systems that are significantly different

than those assumed to exist when the MWRA performed its SOP Program; and

where i,_plementation of additional SOP-type actions are likely to

provide for significant reduction in CSO discharges. By March 1, 2000

(unless extended by DEP), the MWRA, in consultation with the Cities of

Cambridge and SomeF;ilie, shall provide EPA and DEP with an assessment

of the likely water quality benefits of each item provided by the Cities

of Cambridge and Somerville.

(5) For the MWRA sewer member communities in the Alewife/Upper Mystic Basin,

the MWRA shall:

i. provide copies of its Best Management Practices (BMP) Plan;

ii. provide existing GIS sewer system mapping of the municipal and

relevant portions of 'the' _WRA's wasuewater system;

iii. if requested, provide tecP_ical guidance to member communities on

how to perform., dye testing, smoke testing, drain sampling,

t_!evision inspection, and other procedures to identify or confirm

the presence cf illicit connections; and

i_;. _= requested, review/comment on the sewer member communities'

=-ormwater manacemen5 plan to idenu_f'y opportunities for enhanced

uct!ution pre-.'en_ion.

B. Actions tc Further Assess CSO/Stc_-m. water Pollutant Loads

Samulinc Proqram

In the MWRA's FFP/EiR, the recommended level of CSO control in the

Alewife/Upper Mystic Basin was developed based on the cost-performance

comparison of CSO control alternatives and related CSO and non-CSO pollutant

loads; (1) entering the Alewife/Upper Mystic Basin as upstream boundary

conditions and baseline flows/loads and (2) stormwater loadings entering the

CSO planning area from separate stormdrains and watercourses.

DEP is requiring that additional sampling data be obtained from these

sources to more fully characterize and define flows and loads for

incorporation into the sewer system and receiving water modeling runs and to

validate the analyses provided in the CSO Facilities Plan.

To the extant possible, the Cities of Cambridge and Somerville shall

coordinate the stormwater sampling with ongoing stormwater management

activities.

(' ', Recei¥inq Water Sammlinc
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The M_A shall continue to actively participate in EOEA/DEP Basin

activities by performing water quality monitoring in the Alewife/Upper

Myssic Basin to assess the impacts of CSO discharges.

i. On or before July 1, 1999, the MWRA shall submit a report to DEP

and EPA summarizing the 1998 receiving water sampling data

collected in the Alewife/Upper Mystic Basin in accordance with the

Combined Work/Quail _y Assurance Project Plan for Water Quali=y

Monitoring and Combined Sewer Overflow Receiving Water Monitoring

in Boston Harbor and its Tributary Rivers dated April 1998. This

report shall include an interpretive discussion of sampling

locations, results, and a correlation of the data with

rainfall/precipitation records.

ii. Each year, on or befor e April 1 for the duration of this Variance,

MWRA shall, submit to DEP and EPA a Report on the past year's

sampling program and a pt6Posal for receiving water sampling for

The current year. The Report shall include, at a minimum:

a. A summa__y of the receiving water sampling data

collected over the past calendar year, including

sampling locations and parameters.

b. _ interpretive discussion of the results, and a

ccrrelas_cn of the daSa with r ..... all/precipi_ation

records and with estimates of active CSO discharges.

c A oroDcsed plan for current year sampling act '' '"_

inuendel 5_ measure the effect of CSO discharges in

the Alewife/Upper Mystic Basin. The Proposed plan

shall build upon existing data in the Basin and shall

include information on sampling locations and sampling

parameters.

(2) Stcrmwater Samplinq

MWRA and the Cities of Cambridge and Somerville shall perform

representative sampling 1 semiannually for the duration of this variance

at stormdrain locations throughout the Alewife/Upper Mystic Basin as

further described below (the final timeframe and locations to be jointly

determined by DEP and EPA, in consultation with MWRA, Somerville and

Cambridge) to allow for determinations of stormwater loadings in the

Alewife/Upper Mystic Basin. Samples collected shall be analyzed for

fecal coliform, e. coli, enterococcus, nutrients, POD, and TSS.

In its scope of work, the MWRA and the communities shall propose automated sampling,

a series of grab samples, or other methods to collect samples to adequately
characterize stormwater loads at the selected locations.
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i. The City of Cambridge shall conduct sampling at twc locations from

drainage areas discharging to Alewife Brook.

ii. The City of Somerville shall conduct sampling at _ locations from

drainage areas discharging to Alewife Brook and the Mystic River.

iii. The MWRA shall conduct sampling at 3 locations from areas which

drain to the Upper Mystic Basin (as defined in the 1997 MWRA CSO

FP).

Sampling locations proposed for meeting the requirements of this section

shall, to the extent possible, represent runoff from the predominant

land uses within each community in the Alewife/Upper Mystic Basin.

Final sampling locations and timeframes for conducting the sampling work

shall be subject'to approval by PEP and EPA. DEP and EPA will review

the sampling plan each year, along with community stormdrain information

being gathered under separate concurrent initiatives, tc determine if

modifications to the sampling plan are required.

The MWRA, and the Cities-of Cambridge and Somer_ii!e, shai _ submit a

draft scope of work for carrying out the sampling work s=- forth in this

section, on or before September 1, 1999. The MWPJ= and tke communities

may elect to collaborate and file_ a sing'_ _Dropcsa __ for -_.__sampling

effort. Subject to the approval of DEP, nhese sampling efforts may be

collectively coordinated and carried out by any ra-lifie!= part'/. In all

cases, the sampling results shall be reucrted tc DEP and EPA within one

month of the sampling date.

C. Assessment of CSO Controls in the Alewife/Upper Mystic Basin

(1) Report Preparation

By January 1, 2002, the MWRA shall file a report with DEP summarizing

and assessing the information obtained during the Variance process (and

any other relevant documentation which is produced and available during

this period) and reassess the recommended CSO control plan included in

the Final Facilities Plan for the Alewife/Upper Mystic Basin. This

Report must include, at a minimum:

i. information on the combined sewer systems in Cambridge and

Somerville to the extent that these systems are s"--bstantially

different from the systems as modeled in the Final Facilities
Plan.

ii. a reassessment of the recommended CSO abatement _ian in the

Alewife/Upper Mystic Basin and alternatives representing higher

levels of CSO control, up to and including elimination. The
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reassessment must include: an analysis of the CSO, s_v_rmwater, and

upstream pollutant loads of the alternatives; predlct_ve modeling

to estimate the water quality impacts of the alternatives:; and

the costs of the alternatives.

iii a final recommended plan for CSO abatement in the Alewife/Upper

Mystic Basin.

(2) Based on its analyses of CSO and stormwater impacts in the

Mystic/Alewife Basin, the MWRA shall work with EPA and DEP to attempt to

identify and describe one or more "triggers" appropriate to act as a

basis for determining when additional CSO controls (treatment and/or

storage) would yield greater benefits for their respective costs.

amfil

2
DEP will provide _ui_ance to MWRA on stormwater pollutant concentrations, based on

the results of the sto-_mwater sampling required under the variance and other
relevant documentaticn compiled on stormwater quality. The i--pacts of reasonable

stormwater management _nitiatives may also be considered.


